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lighting systems as required by
§ 139.311.

(13) A snow and ice control plan as
required by § 139.313.

(14) A description of the facilities,
equipment, personnel, and procedures
for meeting the rescue and firefighting
requirements in §§ 139.317 and 139.319.

(15) Procedures for complying with
the requirements of § 139.321 relating to
hazardous substances and materials.

(16) A description of, and procedures
for maintaining, the traffic and wind
direction indicators required by
§ 139.323.

(17) An emergency plan as required
by § 139.325.

(18) Procedures for conducting the
self-inspection program as required by
§ 139.327.

(19) Procedures for controlling
ground vehicles as required by § 139.329.

(20) Procedures for obstruction re-
moval, marking, or lighting as required
by § 139.331.

(21) Procedures for protection of
navaids as required by § 139.333.

(22) A description of public protection
as required by § 139.335.

(23) A wildlife hazard management
plan as required by § 139.337.

(24) Procedures for airport condition
reporting as required by § 139.339.

(25) Procedures for identifying, mark-
ing, and reporting construction and
other unserviceable areas as required
by § 139.341.

(26) Any other item which the Ad-
ministrator finds is necessary in the
public interest.

[Doc. No. 24812, 52 FR 44282, Nov. 18, 1987; 53
FR 4119 and 4258, Feb. 12, 1988]

§ 139.207 Maintenance of airport cer-
tification manual.

Each holder of an airport operating
certificate shall—

(a) Keep its airport certification
manual current at all times;

(b) Maintain at least one complete
and current copy of its approved air-
port certification manual on the air-
port;

(c) Furnish the applicable portions of
the approved airport certification man-
ual to the airport personnel responsible
for their implementation;

(d) Make the copy required by para-
graph (b) of this section available for

inspection by the Administrator upon
request; and

(e) Provide the Administrator with
one complete and current copy re-
quired by paragraph (b) of this section.

§ 139.209 Limited airport operating
certificate: Airport certification
specifications.

(a) An applicant for a limited airport
operating certificate must prepare, and
submit with an application, airport
certification specifications for ap-
proval by the Administrator. Only
those items addressing subjects re-
quired for certification under this part
shall be included in the airport certifi-
cation specifications.

(b) Except as provided in paragraph
(c) of this section, each certificate
holder shall comply with the approved
airport certification specifications that
meet the requirements of §§ 139.211 and
139.213.

(c) A certificate holder with an ap-
proved airport operations specification
on December 31, 1987, may use those
specifications in lieu of the specifica-
tions required by paragraph (b) of this
section until December 31, 1988. Until
the certificate holder has approved air-
port certification specifications, it
shall comply with § 139.215 as if that
section applied to its airport oper-
ations specifications.

[Doc. No. 24812, 52 FR 44282, Nov. 18, 1987; 53
FR 4119, Feb. 12, 1988]

§ 139.211 Preparation of airport certifi-
cation specifications.

(a) Each airport certification speci-
fications required by this part shall—

(1) Be typewritten and signed by the
airport operator;

(2) Be in a form that is easy to revise;
(3) Have the date of initial approval

or approval of the latest revision on
each page or item in the specifications
and include a page revision log; and

(4) Be organized in a manner helpful
to the preparation, review, and ap-
proval processes.

(b) FAA Advisory Circulars in the 139
series contain standards and proce-
dures for the development of airport
certification specifications which are
acceptable to the Administrator.

VerDate 27<FEB>98 13:01 Mar 11, 1998 Jkt 179045 PO 00000 Frm 00783 Fmt 8010 Sfmt 8010 Y:\SGML\179045.TXT 179045-3


		Superintendent of Documents
	2015-01-29T09:30:02-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




